
Self-adhesive Floor Tiles



This simple floor covering offers a captivating 

combination of understated and modern designs.

Thanks to their customised shape and self-adhesive back, 

the tiles can be laid quickly and easily.

Self-adhesive floor tiles



Solid Concrete

274-5058A	   30,5 × 30,5 cm

Light Slate	

274-5057A	   30,5 × 30,5 cm

Dark Slate	

274-5045A	   30,5 × 30,5 cm

Terrazzo		

274-5059A	   30,5 × 30,5 cm

Premium Marble		

274-5047A	   30,5 × 30,5 cm

Design overview



Grey Wood		

274-5042A	   30,5 × 30,5 cm

Herringbone grey		

274-5500	   30,5 × 61 cm

Rustic Oak		

274-5055A	   30,5 × 30,5 cm

Nordic Oak		

274-5501	   30,5 × 61 cm

Dark Oak		

274-5040A	   30,5 × 30,5 cm

Light Oak		

274-5041A	   30,5 × 30,5 cm

Design overview



Geometric Style	

274-5056A	   30,5 × 30,5 cm

Moroccan Style		

274-5043A	   30,5 × 30,5 cm

Stencil Motif grey	

274-5064	   30,5 × 30,5 cm

Bloomy Grid	

274-5060A	   30,5 × 30,5 cm

Oriental Tiles	

274-5061A	   30,5 × 30,5 cm

Stencil Motif green	

274-5067	   30,5 × 30,5 cm 

Design overview



Ethno Style

274-5063   30,5 × 30,5 cm

Vivid Stars  

274-5065   30,5 × 30,5 cm

Vintage Style  

274-5053A   30,5 × 30,5 cm

Roman Mosaic  

274-5072   30,5 × 30,5 cm

Vintage Flowers  

274-5066    30,5 × 30,5 cm

Oriental Tiles green  

274-5070    30,5 × 30,5 cm
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Design overview



Victorian Tiles

274-5071   30,5 × 30,5 cm

Oriental Flower 

274-5069   30,5 × 30,5 cm

Spanish Leaves  

274-5073   30,5 × 30,5 cm

Cubia Pattern  

274-5068   30,5 × 30,5 cm

1,2 mm 2 mm

30,5 × 30,5 cm 30,5 × 61 cm
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Instructions

Allow tiles to acclimatise at room temperature for 48 

hours prior to installation. The floor surface must be 

flat and even, smooth and free of dirt, dust, grease and 

moisture. Any joints or surface unevenness > 3 mm must 

be filled. Install the tiles in accordance with the direction 

of the arrow on the tile rear side. Remove the backing 

paper and press the tiles onto the floor, applying pressure 

over the entire tile surface, working from the centre 

outwards to the edges. Affix the next tile edge to edge 

with the tile just laid. Cut the tiles to fit at the edges using 

a cutter knife. Clean the laid tiles using a damp cloth and 

cleaning agent. 
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* Information sur le niveau d‘émission de 
substances volatiles dans l‘air intérieur, 
présentant un risque de toxicité par 
inhalation, sur une échelle de classe allant 
de A+ (très faibles émissions) à C (fortes 
émissions).

Art. K392-6564d-c-fix® is a brand of
Konrad Hornschuch AG
Salinenstr. 1
74679 Weißbach
Deutschland/Germany
Phone	 +49 7947 81-0
Fax	 +49 7947 81-300 
www.d-c-fix.comG
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Manufacturer: Konrad Hornschuch AG · Salinenstr. 1· 74679 Weißbach · Germany 
Unique identification code of the product-type: LE274-02/2018
                                                                                      274 d-c-floor Classic

Construction product covered by a harmonised standard: EN 14041:2004/AC:2006

Application: Flooring for inside use of buildings

Notified Body:  1658

Essential characteristics                                           	 Declared performance
Reaction to fire                                                                 	 Class Efl

Pentachlorphenol content                                         	 <  5 ppm                	  
Formaldehyde emission                                                 	 E1
Slip resistance                                                                  	 NPD (no performance defined)	

Thermal conductivity                                              	 NPD (no performance defined)

Manufacturer: Konrad Hornschuch AG · Salinenstr. 1· 74679 Weißbach · Germany 
Unique identification code of the product-type: LE274-07/2021 
                                                                                      274-55 Floor Tiles 2,0 mm

Construction product covered by a harmonised standard: EN 14041:2004/AC:2006

Application: Flooring for inside use of buildings

Notified Body:  1658

Essential characteristics                                           	 Declared performance
Reaction to fire                                                                 	 Class Efl

Pentachlorphenol content                                         	 <  5 ppm                	  
Formaldehyde emission                                                 	 E1
Slip resistance                                                                  	 NPD (no performance defined)	

Thermal conductivity                                              	 NPD (no performance defined)

Authorised UK Representative:
ContiTech UK Ltd.  
Unit 1 Hindley Green Business 
Park
Leigh Road
Hindley Green
Wigan
WN2 4TN




